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	Features of the Array Inkjet 
Imaging System
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Flexibility
•

Print widths scalable from 4” to 16”

•

Mounts on all bases and transports

•

Variety of Inks available for varying substrates including: 

 

Spot colors 

 

Ability to print on aqueous-coated paper stocks 

Unsurpassed Quality 

•

Uses superior HP-Technology

•

Exclusive MCS Software

 

Flexible

 

Easy to use 

 

Advanced 

•

Hundreds of satisfied customers

..................................................................

Product Specifications 

Max Speed:
up to 36,000 pph 

Resolutions: 

up to 600 dpi: 600 X 600/300/150 dpi
600 X 600 @ 25 inches/second (125 FPM)
600 X 300 @ 50 inches/second (250 FPM)
600 X 150 @ 100 inches/second (500 FPM)

Print area: 

4" - 16" 

Small controller sizes: 

2", 4" (daisy-chainable via Firewire; use together or as separate systems)

Large controller sizes:
2" to 16" 

Head sizes:
2", 4," 6," 8" and 10" heads (larger sizes possible)

Duplex printing:
Available

Conditional bit maps:
Thousands limited only by RAM 

Variable data rotation:
up to 360° in 1° increments 

Pens:
Hewett-Packard 51645A (1/2" print each @ 600 nozzles per inch)

Read-print:
Interface to the MCS Perfect Match System
Optional camera barcode reader (1D or 2D) for input source (supplies record number or search criteria for data file) 

Print-verify:
Optional camera barcode reader (1D or 2D) for print verification

Full Unicode file support:
16-bit characters, diacritics, big or little endian; all code pages supported.
Up-to-date user interface exploits the latestWindows
features: resizable dialog boxes, font selection with font preview, data-file grids (spreadsheet), true per-piece print preview (including all object types: barcodes, variable bitmaps, etc.) with record scrolling 
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The MCS Array Imaging System Brochure
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Embedded rendering:
(no font required for barcodes; bar/gap widths are correct at any resolution) 

Data source:
Fixed/static (no data source), file, RS-232, RS-422, ethernet 

Rich Text Format support:
Including paragraph formatting and wrapping, different fonts on the same line, etc. 

Reads data files directly OR Data-file formats:
Including dBase, Access, ASCII, and Scitex

•

CSV (comma-separated value)

•

Variable fixed-length fields (each field a different number of characters) 

•

Database: Access (.mdb), FoxPro (.dbf) supported  natively (no file conversion); allows SQL “SELECT” statement 

•

Custom: Specify field terminators/lengths, record terminators/numbers of fields

•

Scitex fixed

•

Text I, Text II

Proofing:
The MCS Arraying Imaging Software allows for proofs to any windows printer.
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